aquatherm green pipe SDR 9 MF RP

Structure of pipe: MF = multilayer, with fibre reinforced
Special feature of pipe: RP (raised pressure)
Material: fusiolen PP-R
Pipe series: SDR9/S4
Standard: SKZ HR 3.28, ASTM F 2389, IS0 21003
SKZ AB32/A644
Colour: green with 4 dark green stripes
Form supplied: @ 32-125 mm straight lengths 4 m
@ 160-355 mm straight lengths 5.8 m
Packing Unit: PU in meter

Mechanically stabilized through a fibre mix integrated in the middle layer of the fusiolen® PP-R.

Dimension _WaII I_nternal LD . Price €
o thickness dle_ameter content Weight [kg] mipe
s [mm] di [mm] [I/m]
Socket welding
370712 32 3,6 248 0,483 0,328 25 40
370714 40 45 31,0 0,754 0,511 32 40
370716 50 5,6 38,8 1,182 0,791 40 20
370718 63 71 48,8 1,869 1,261 50 20
370720 15 84 58,2 2,659 1,771 - 20
370722 90 10,1 69,8 3,825 2,553 65 12
g 370724 110 12,3 85,4 5,725 3,789 80 8
370726 125 14,0 97,0 7,386 4,886 100 4
Butt welding
370730 160 179 124,2 12,109 7,987 125 58
370734 200 224 155,2 18,908 12,488 150 58
370738 250 27,9 194,2 29,605 19,422 200 58
370742 315 35,2 2446 46,966 30,876 250 58
370744 355 39,7 275,6 59,625 39,202 = 58

SDR 9 MF RP

aquatherm green pipe SDR 9 MF RP (faser composite pipe)
Table to determine support intervals in conjunction with temperature and outside diameter.

Difference Pipe diameter d (mm)

in tem-
perature
ATIK]

32 40 50 63 75 90 110 125 160 200 250 315 355

Support intervals in cm

0 195 175 200 225 240 255 285 300 310 315 325 335 340
20 115 130 150 170 180 130 210 225 225 240 245 250 256

30 115 130 150 170 180 190 200 210 215 225 230 240 245
40 105 120 140 160 170 180 190 200 205 215 225 225 230
50 105 120 140 160 170 180 180 185 195 205 215 220 220
60 100 115 130 150 160 170 170 175 185 195 200 205 210
70 90 106 125 140 155 155 160 165 175 185 190 200 205

Pipe clamp distances of vertically installed pipes can be increased by 20 % of the tabular values, .g. to multiply the tabular value by 1.2.



aquatherm green plpe MF(faser composite pipe)
aquatherm blue pipe MF (faser composite pipe)

Due to the integration and positive bond of the different materials, the aguatherm- faser composite pipes offers much higher stability.

The linear expansion reduces its value to '/, of the mere PP-pipes.

Linear expansion AL in [mm]: aguatherm- faser composite pipes - a = 0.035 mm /mK

Difference in temperature AT =T

PRt TOmQUUANY | PRLHITOR ITpErID
10K 20K 30K QK 50 K 60K 70K 80 K
Linear expansion DL (mm)
4 7 11 14 18 21 25 28
7 14 21 28 35 42 49 56
n 21 32 42 53 63 74 84
14 28 42 56 70 84 98 112
18 3 53 70 B8 105 123 140
21 42 63 84 105 126 147 168
25 49 74 98 123 147 172 196
28 56 84 112 140 168 196 224
32 63 95 126 158 189 221 252
35 70 105 140 175 210 245 280
300 mm
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